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SHELL ENSIS FLUID MD 

SHELL RUST PREVENTER (AEROSOL) 

Water Displacing Corrosion Preventatives 

 

DESCRIPTION 

Shell Ensis Fluid MD is a blend of rust preventative 

additives rendered fluid by a solvent, which on 

application evaporates to leave a protective film. 

Shell Rust Preventer is a similar formulation to Shell 

Ensis MD packed into a 350ml aerosol can, making it an 

extremely effective way of applying to completed 

assemblies with awkward access, e.g., car doors. To 

facilitate this the aerosol can comes with a convenient 

dispenser tube that fits to the spray nozzle. 

 

CORROSION: 

Atmospheric corrosion of metal surfaces can be the 

cause of endless expenditure unless prevented by 

effective measures. 

Protection is needed for engineering and commercial 

products during use, storage, and transit.  This includes 

a wide variety of finished articles, component parts, 

body panels of vehicles, engineering equipment, wire 

ropes etc. With these articles the period of protection 

may vary from long term indoors to medium term 

outdoors. 

 

Shell Ensis Fluid MD is formulated with a volatile 

carrier fluid which provides excellent penetrating power 

and ease of application. The fluid also possesses de-

watering properties, allowing Ensis Fluid MD to be 

applied in damp conditions without detrimentally 

affecting the end results. Products may be coated by 

dipping, spraying with hand or airless spray nozzles, or 

by brushing. Once the volatile carrier has evaporated the 

active ingredients form a tacky, medium hard, semi-

transparent coating, which cures to a varnish like 

consistency with time. This film may be removed by 

rubbing with a rag and some hydrocarbon solvent such 

as Shell Mineral Turpentine. 

TYPICAL PROPERTIES 

Coverage: 40m
2
 per litre on average. Average film 

thickness (single coat) about 0.01mm. 

Period of Protection on External Surfaces: 

Indoors - approximately 18 months under average 

corrosive conditions. 

Outdoors - approximately 12 months under average 

corrosive conditions. 

Application: By dipping, spraying or brushing. 

Available as an aerosol (Shell Rust Preventer) for 

convenience. 

Drying Time: Under average conditions in a temperate 

climate: 4-5 hours.  Allow 6 hours between coats. 

Type of Film: Water Displacing, Medium Hard, Brown, 

semi-transparent. 

Removal:Rubbing with petroleum solvent or 

conventional degreasing. 

 

PERFORMANCE FEATURES  

Shell Ensis Fluid MD and Shell Rust Preventer are 

blended to meet the requirements of BS1133 Section 6 

(1966), Type 2b (Temporary Protection of Metal 

Surfaces: Water Displacing) and tested to the specified 

water displacing requirements. 

Use in a well ventilated space. Note: these products are 

not a fire hazard when they have dried after application. 

For under body sealing of motor vehicles use Shell's 

Flintkote Underbody Sealer 213. Shell Ensis MD is most 

suitable for internal surfaces.
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TYPICAL CHARACTERISTICS (As Supplied) 

Brand Density @15
o
C kg/l Flash Point 

o
C Closed Dangerous Goods Class 

ENSIS MD 0.87 37 3(b) as Liquid 

RUST PREVENTER 0.89 

Without Propellant 

20 

Wet Fluid Without Propellant 

3(a) as Aerosol 

 

HEALTH, SAFETY AND THE ENVIRONMENT 

SHELL ENSIS MD and SHELL RUST PREVENTER are classified as a Standard Poisons under the Toxic 

Substances Regulations.  They may irritate the skin and will irritate the eyes. 

 

FIRST AID: 

SWALLOWED: These products contain hydrocarbon solvents.  Do NOT induce vomiting. Give a glass of water 

or milk to drink.  Seek medical advice from a doctor or the National Poisons Centre, telephone 0-3-474 0999.  

Take children to hospital immediately. 

EYES: Flood with water for at least 15 minutes, blinking as often as possible. Do not force the eyelid open. Seek 

medical advice. 

SKIN: Remove contaminated clothing and wash skin thoroughly with water and a mild soap. Never use a solvent 

on skin for washing. Avoid wearing dirty overalls for prolonged periods. Work clothing should be dry-cleaned at 

least weekly. 

 

PROTECT YOURSELF:  Avoid prolonged and repeated contact with any used oil. 

 

PROTECT YOUR ENVIRONMENT:  Do not pollute drains, soil and water with any used oil. 

Shell oils and greases are most unlikely to pose any toxic hazard in normal use in the recommended applications. 

However, it is always advisable to observe good hygiene and avoid prolonged skin contact with any lubricant. 

Full safety data for Shell products are available on request to Shell Head Office technical staff on Wellington 0-4-

472 0080. 

 


